
Pad Eye Tester Set

Technical SPEC:

Item
Capacity Rated 

Loading Stroke Pin
Type Min. Ring Max. Ring Oil Port

Weight

Ton kg mm mm kg

CT3220T 20 3,400 53.5 20
Barrel 

Housing

M8 M42

3/8"-18 NPTF

26.8

CT3230T 30 4,500 64.0 25 M10 M48 37.6

CT3260T 60 9,000 67.0 40 M20 M64 67.0

Standard Pump & Accessories:

Item Type
Usable Oil Flow Rate

Oil Port
Liter Low / cc High / cc

P1000 Manual 1 13.3 2.3 3/8"-18 NPTF

Parts Pump Coupler Male Coupler Female Hydraulic Hose Gauge Adaptor Gauge

Item P1000 CH38M CH38F CS3814 CF3814 GBW14100-T30

Qty 1 1 1 1 1 1

•	 Strong and Safe
	 Complies with ASME B30.1 load testing 

requirements.  Features high-strength steel 
housing.

•	 Portable
	 Cast iron handles allow for easy transport.

•	 Job-site ready
	 Includes high-pressure hand pump and 

accessories to get the job done fast and safe.  
Air pump optional.

•	 Versatile
	 Adjustable clevis height to fit job needs.  Can 

be used upright, inverted, or horizontally.
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